
TECHNICAL DATA

VITAWORK® 17 WITH CLAMP

Colours 140 Metallic Silver/Black (similar RAL 9006 / 7021)

Dimensions Height: 1,395 mm

Luminaire head (W x D x H): 542 mm × 370 mm × 32,5 mm

Ceiling height clearance: > 2 m

Weight 8 kg

Attachment Attachment by table clamp with a clamping range of 16-60 mm

Material Aluminium, Plastic (touch panel & side caps)

Energy effi ciency  A++

Protection type  IP 20

Protection class  I

Illuminants

Fitted with  LED

Power consumption 112 W

Light distribution asymmetric

Nominal luminous fl ux direct 2,000 lm

Nominal luminous fl ux indirect 15,000 lm

Nominal luminous fl ux  17,000 lm

Luminous effi ciency >140 lm/W 

Colour temperature (CCT)  4,000 K

Colour tolerance  < 3 SDCM 

50,000 h   L85B10

  UGR   < 16

Colour reproduction index > 80

Plug Schuko-plug (Type F)

Cable length 3 m

Standby consumption  ≤ 0,5 W

VITACORE®

Operation via VITACORE® electronics and sensors

Light intensity setting Seamless or in fi ve steps direct & indirect dimming via the touch panel

Sensors Infrared Presence Sensor & Luminosity Sensor

Article overview

Article number Luminaire Plug Control

  9255-140 VITAWORK® 17 Asym. PIR CLAMP Schuko-plug Dimmable plus sensors

VITAWORK®
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LUCTRA® is a brand of 
DURABLE · Hunke & Jochheim GmbH & Co. KG
Westfalenstraße 77–79 · 58636 Iserlohn
Postfach 1753 · 58634 Iserlohn
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TECHNICAL VIEW

LIGHT DISTRIBUTION CURVE

Free download at www.luctra.eu


